
R2
18

0E
X0

32
5

Store rolls standing upright in the original packaging, in a dry and frost-free area, protected from direct sunlight. 

PACKAGING

Colour Thickness Width Length Weight Packing unit

RENOLIT ALKORTOP D35180-002 White 2.0 mm 0.525 m 20 m ca. 22 kg per roll

PRODUCT DATA

Method
Production values  

RENOLIT ALKORTOP D35180 Unit

1.5 mm

Length EN 1848-2 20 m
Width EN 1848-2 0.525 m
Effective thickness EN 1849-2 2.0 mm
Mass per unit area EN 1849-2 2.1 kg/m²
Tensile strength EN 12311-2 (B) ≥ 9 N/mm²
Elongation EN 12311-2 (B) ≥ 500 %

CERT I F ICAT IO

N CERT I F ICAT IO

N CERT I F ICAT IO

N

CO

NTRIBUTES TO

VERDE®

CERT I F ICAT IO

N

CO

NTRIBUTES TO

BREEAM®

CERT I F ICAT IO

N

CO

NTRIBUTES TO

LEED®

CERT I F ICAT IO

N
Storage

RENOLIT ALKORTOP D35180
Membrane for detailing

Product information

RENOLIT ALKORTOP D35180 is an unreinforced synthetic roof waterproofing 
membrane of thermoplastic polyolefins (FPO/TPO). 

Application

RENOLIT ALKORTOP D35180 is used as roof waterproofing membrane for 
detailing applications, for example at penetrations, as reinforcement of 
corners and details requiring a customized solution.

This document replaces and supersedes all prior versions.
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